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AN AIR-FLOW-DINZcTIONPICKUPSUI’lY@lXFOR

TELEMETERING

By

A free-swiveling vane-type
in both the angle-of-attack and

USEONPILO’IIESS

Wallace L. Ikard

STJMMARY

.

AIRCRAFT

pick% for measuring air flow direction
angle-of-sfdeslip directions is described.

The device, which is intended to telemeter flow direction from pilotless
aircraft, has vsriable-inductance outputs suitable for use in the 100 to
200 kcps subcarrier frequency range of the NACA IM-AM telemetering system.
Preliminary test results indicate that it can also be adapted for use with
the audio subcarrier frequencies of the Research and Development Board
standard FM-TM telemetering system.

Test results are presented which indicate that the pickup is aero-
dynamically stable and has an accuracy, obtained from a bench calibration,
of better than 0.3° under conditions including acceleration up to 20g in
any direction, Mch nuuibersfrom 0.5 to 2.8, and dynamic pressures up to
at least 65 psi.

Equations and curves which can be used to obtain flow direction at
the center of gravity of a maneuvering model are presented.

INTRODUCTION

In the determination of many aerodynamic parameters of aircraft in
free flight, it is necessary to know the attitude of the airframe with
respect to the relative wind. Various instruments have been used on
piloted aircraft to measure flow direction, but these instruments are
generally unsuitable for use on high-speed pilotless-aircraft models
because of their large size or their inability to withstand the large
accelerations and aeroi@amic loads which sre encountered.

Esrly in the development of the NACA pilotless aircraft research
programs, a simple self-alining vane-type instrument for measuring flow
direction was designed and used (ref. 1). This instrument had the
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necessary strength and small
about only one axis amd thus
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.
size and, although it was &ee to rotate —

gave flow direction in only one plane,
valuable data were obtained from mny models.” L

A desire to obtain more complete research data from each flight
soon made it apparent ‘thata dual-flow-direct-ioninstrument which-could
completely define the flow direction with respect to the aircraft axes
should be devised.

The purpose of this report is to outline the probl~ms, which were
encountered in the design and use of such an instrument, and to present
the performance characteristics of the final instrument.

DESIGN Rk~TS
4*

Requirements for a flow-direction pickup to be used in the NACA
pilotless aircraft resesrch programs are as follows:

Accuracy: For use in the pilotless aircraft rese~ch programs, the
instrument must have absolute accuracy of at least 0.2° and a resolution
of at least O.1° under acceleration loads of 20g in any direction with
dynamic pressures ranging from 1 to 90 psi at any Mach number from 0.5
to 3.0. Accelerations of the order of 75g should cause-no permanent
changes in calibration.

Dynamic response: The natural frequency and damping characteristics
of the instrument should be such that accurate data can be obtained from b

models maneuvering at frequencies up to 15 cps in the operating range
described previously.

.

Size: Because of the small scale of som& models m-cd in the research
progrsms, the size of the instrument is an important factor; a frontal
area of less than 1 square inch is desirable.

Mounting position: In order to minimize the effects of flow dis-
turbances, the critical aerodynamic surfaces of the device should be for-
ward of the model and mounting.

Angular range: The instrument should be capable of measuring flow
angularity up to l~” from an arbitrary mounting axis.

Electrical output: Separate outputs proportional to the local angle
of attack and angle of sideslip with nQ interaction between the two quan-
tities are required. For use with the NACA FM-AM telemetering system,
the electrical output should consist of an inductance change of approxi-
mately ~0 microhenries. The inductance pickoff, which must be suitable

*

.
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for use in the 100 to 200 kcps band, should have a nominal value no
greater than 0.5 millihenry.

Temperature stability: Since skin temperatures of 400° F to 700° F
may be reached during short periods of flight at high supersonic speeds,
the device should have sufficient temperature stability and thermal lag
to operate properly under these conditions for periods of 1 to 2 ‘minutes.

Silq?licity: Since each pickup is expended in flight, the calibra-
tion should be direct and simple and the cost shouldbe low.

DEVELOPMENT OF INSZ!RUMENT

Systems giving a more or less direct indication of flow direction
which were considered before undertaking the design of the instrument
described herein may be listed in three general groups: instruments in
which a measurement is made of differential pressure between appropri-
ately located orifices on a hemisphere, cone, or other aerodynamic
shape (refs. 2 and 3); null-seeking differential-pressure instruments
(refs. 4 and 5); and free-stiveling vane-me instruments (refs. 1
and 6) .

The vane-type system of measurement was chosen for several reasons.
The first system requires accurate measurement of a wide range of rela-
tively low pressures, which is very difficult to obtain under the accel-
eration loads encountered. Systems using the second method have been
too IniKkyor complex to meet the requirements of simplicity and mounting
forward of small models. Previous experience with the third method,
vane-type pickups, at the Langley Laboratory indicated that such a device
could be made to meet the requirements.

The first experimental pickup was constructed and tested with the
head configuration shown in figure l(a), which consisted of a tangent
ogive body with conical tip, stabilized with four 600 delta vanes. (All
vanes described herein are flat plates with sharp leading edges, blunt
trailing edges.) The internal configuration of figure 2(b) was used in
this and all subsequent tests. Very satisfactory angular calibrations of
this model were obtained in the Langley 9- by 12-inch supersonic blowdown
tunnel at Mach numibersof 1.4, 1.6, and 1.96.

Further tests, however, proved the configuration to be dynamically
unstable in a narrow range between approximately Mach number 0.93 and 0.~7.
A theory was advanced that this instability was the result of an unstable
shock wave condition existing near the rear of the body as the local
velocity of flow passed through Mach number 1.0. In order to check this
theory, the original configu.rationwas modified as shown in figure l(b)

.—
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by addition at the rear of the body of an smnular spoiler extending
0.1 inch into the airstresm to provide a stable point of attachment of
a strong shock wave. Tests proved that the spoiler greatly reduced
oscilhtions at transonic speeds but resulted in poor operation at sub-
sonic speeds.

In an effort to obtain a configuration possessing good stability
at transonic speeds along with other desirable charac-teristics,the body
shape was modified as shown in figure l(c), and one instrument was con-
structed using each of the three different-vane configurations (shown
as dotted lines in figure l(c)). The body was essentially the original
configuration with the exception that the rear part of the ogive was
replaced with a tangent 5° conical section in order to reduce shock-
wave difficulties and to increase the aeroi@amic damping. Theory shows
(ref. 7) that flaring the body in this manner.moves the aerodynamic cen-
ter of pressure rearward and increases the aerodynamic dsmping. h order
to increase the effectiveness of the aerodyimmic damp3.ngfurther, the
moment of inertia of the moving parts was reduced to a minimum.

Wind-tunnel tests were made on these three confi@rations in the
Langley high-speed 7- by 10-foot tunnel at-Mach nunibersfromO.5 to 1.1.
Although flow conditions in this tunnel were rough and would, of course,
cause more oscillation in the pickup than would be encountered under free-
flight conditions, tests there served as a means of comparing instruments
under adverse conditions. Results of these tests were as follows: The
rectangular-vane configuration (labeled no. 1) oscillated violently at
about 20° double amplitude starting at about a Mach n@er of 0.95. This
test was not continued higher in Mch number to determine whether the
oscillation would stop. Both the delta (no. 2) and arrowhead-vane (no. 3)
configurations operated satisfactorily throughout the lhch nuniberrange
of the test. Although tunnel roughness showed up slightly more with the
delta-vane configuration, it was selected for the final design because it
is mechsmically stronger and less difficult to form

DESCRIPTION OF INSTRUMENT

by die casting.

Sketches of the final configuration of the dud-flow-directionpickup
which was designed to meet the stated requirements are shown in figure 2.
The pickup makes use of a sting-mounted, vane-stabilized head which is
pivoted well ahead of its aerodynamic center of presstie on a free-
swiveling universal joint. Body and vanes are combine~ so that they
rotate as a unit; thus, the aerodynamic surfaces are placed ahead of all
fixed parts. The delta vanes are swept back 600, are flat in cross.
section, and have sharpened leading edges and blunt trailing edges. The
body, which is shown in more detail in figure l(c), is an ogival shape
modified by addition of conical tip and conical afterbody sections.

.
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Overall exposed length of the instrument when mounted is 7 inches.

The frontal area is approximately 1 squre inch. Overall weight,
. including head and mounting sting, is 0.32 pound.

The universal Joint pivot (fig. 2(b)), which is provided with
adjustments for raving play from the bearings, acts to separate the
flow-direction measurement into two components. Bearing axis A, bearing
SXiS B, and the instr-nt mo~ting ~s intersect at a co~n Pint.
With this arrangement, the inductance of coil A, which is controlled by
the relative position of Core A, v=ies only when the h-d rotates about
axis A. The inductance of coil B likewise varies only when the head
rotates about axis B.

With this internal configuration, if the instrument is mounted with
axis A parallel to the lateral axis of the aircraft, the local angle of
attack and singleof sideslip are indicated, with no interaction, by the
inductance of coil A and coil B, respectively. The definitions of these
two terms are given in reference 8 and may be stated as follows:

Angle of attack: The acute angle between two planes defined as
follows: One plane includes the lateral snd longitudinal axes of the
aircraft; the other plane ticludes the lateral axis of the aircraft and
the relative wind vector.

Angle of sideslip: The acute angle between the plane of symmetry
of the aircraft and the rek.tive witi vector.

The inductance pickoffs, as sketched fn figure 2(b), each consist
. of a conical powdered tion core which moves on an arc through a powdered-

iron enclosed coil. The coil, of enameled copper wire, is wound on a
small plastic spool. In a typical installation using the maximum full-

. scale range of 30°, the coil uses 85 turns of no. 38wire and has an
inductance at 0° of 0.09 millihenry. The total v=iation of fiduct=ce
over the calibrated range is O.@ millihenry, an inductance change of
1.5 percent per degree. This sensitivity figure holds to within-about
5 percent for any inductance value used

With the exception of bearings and
tolerances used in the construction are
heads, vane alinement is held to tithin
tricity of the body sections is held to
Bearing shafts and sleeve bearing bores
*0.0002 inch on the diameter.

on NACA subcarrier frequencies.

aerodynamic surfaces, dimensional
*0.005 inch. On the die-cast
*O.1° of the body axis; concen-
kO.001 inch fdl indidator reading.
are held to tolerances of
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In the NAC!Atelemetering system, the pickup controls the frequency
of a subcarrier oscillator. Several such oscillators, operating in dif-
ferent frequency bands between 100 and 200 kcps, simultaneously amplitude-
modulate a 217 mcps csrrier; this modulation is transmitted from the mcdel
to the ground receiving station. At the ground station, the subcarrier
frequencies are separated and fed into individ~l frequency discriminators
which produce direct-current outputs proportional to the frequency devia-
tion of the subcarrier oscillator. These current outputs are recorded on
multichannel oscillographs.

Each of the variable-inductance outputs of the dual-flow-direction
pickup is connected into the resonant inductance-capacit~ce circuit of
a subcarrier oscillator. The oscillator may be tuned to any subcarrier
frequency; the internal oscillator inductance in series with the pickup
is adjusted so that full-scale variation of the pickup inductance results
in a total frequency deviation of approx~tely 2 kcps.

.

—

The errors in the telemetering system due to instability of the
electronic circuits, calibration, and reading errors are conservatively
estimated to be between 1 and 2 percent of full scale, exclusive of
pickup errors.

INSTRUMENT PERFORMANCE

Aerodynamic Performance .

The aerodynamic performance of the final instrument (fig. 2) has been .

determined in wind tunnels at Mach numbers from 0.3 to 1.1 and the instru-
ment has been used on free-flight models at Mach nunibersup to 2.8. The
aerodyna@c characteristics of this instrument under conditions of dynamic
pressures different from those obtainable in wind tunnels-were determined
by the method of analysis given in the appendix.

Frequency response.- The dynamic response of a device such as this
instrument c% be determined from measurements of natural frequency and
damping coefficient under the desired conditions. A convenient means of
experimentally determining these factors in a single-degree-of-freedom _
instrument having low damping is to apply an instantaneous change of
input and analyze the resulting oscillation. These factors were deter-
mined for the dual-flow-directionpickup in wind tunnels by locking the
head at some angle of attack and recording the d~ed oscillation as it _
was released at the desired Mach number. A typical dampi~ record,
obtained at a Ekch nuriberof 0.8, is shown in figure 3.

.— k.

?- .--==.:----



NACARML53n6

.

7

u

The instrument has a high natural frequency, as shown in figure 4,
where natural frequency is plotted against Mach nuder at pressure alti-

● tudes of zero, 25,000 feet, and 50,000 feet. These data, up to a Mach
number of 1.1, were obtained from tests on the final instrument configu-
ration. Data above a Mach nuriberof 1.1 are approximate, inasmuch as
they were calculated from data obtatied in testing a similar configuration
having a slightly different body shape. The
instrument h the range of Mach n@ers from
31 cps to 350 cps at sea level and from 10.5
tude of 50,000 feet.

Tests on the hstrument have proven the

natural frequency of the
0.3 to 1.96 varies from
cps to 120 cps at an alti-

damping produced by bearing
friction to be negligible. The aerodynamic damping of the head determined
from measurements at ~ch numbers of 0.3, 0.43, 0.8, and 1.0 is approxi-
utely 5 percent of critical value at sea-level conditions and is essen-
tially independent of Mach nuniber.

A damping coefficient this low would be insufficient for many instru-
ment applications, but experience has proven that the low damping causes
no trouble in free-flight work, provided the device is securely mounted
and kept out of fluctuating flow disturbances caused by the nmdel. Ampli-
tude and phase responses are satisfactory in use because natural frequencies
of the mode~ under similar conditions will not exceed about 10 percent of
the pickup natural frequency. For these reasons, ati because it is prac-
tically impossible to obtain aerodynamic damping of more thsn 10 percent
of the critical value with such a device (ref. 3), no attempt has been
made to increase the aerodynamic damping.

. It is shown in the appendix, however, that the aerodynamic damping
coefficient is proportional to the square root of static pressure. There-
fore, in order to retain a reasonable amount of damping when the instru-

. ment is operating at high altitudes, a small amunt of high-viscosity
silicone fluid is introduced into the sleeve bearings of the universal
Joint to provide lubrication and viscous damping. It canbe seen from
equation (7) that the effectiveness of this viscous damping depends on
flight conditions, since the aerodynamic spring constant k is variable
whereas the damping factor A introduced by viscous damping is relatively
constant. The effect of the viscous damping is greatest under the con-
ditions of low spring constant and low natural frequency. In order to
keep the damping coefficient of the instrument from %ecoming b,rge at low
natural frequencies and bringing about appreciable phase lags which vary
with flight conditions, the amount of viscous damping introduced is kept
low and is approximately 1 to 2 percent of the critical value when the
natural frequency is 50 cps.

Hunting or oscillation.- It has been suggested that flat vanes such
as those used in this instrument may have an aerodynamic “dead spot” or.
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region of neutral stability near an angle of attack of OO. However,
since the occasional oscillations of the pickup which have been observed
in free-flight use on rocket models have a total amplit-lid.eof less .

thsm 0.2°, this effect, if present, is not considered to be serious.

Accuracy of laboratory calibrations.- Individual wind-tunnel cali-
bration of an instrument which is used only once is not, of course,
economically feasible. A simple protractor jig such as shown in fig-
ure 5 is used to calibrate the dual-flow-direction pickup. It has been
impractical up to this time to check bywiti-tmnnel test-the accuracy of
such a calibration on the final instrument. However, tests were made on
the original configuration of figure l(a), and since its characteristics
are similar except in the transonic range, it is believed that similar
results could be expected from the final instrument. These angular calib-
rations were made in the Langley 9- by U-inch supersonic bbwdcwn tunnel _

—

at Mach nuuibersof 1.4, 1.6, and 1.96, with dynamic pressures between
—

10.5 and 12.5 psi. In these calibration runs, the pickup was mounted, as
—

shown in the photograph of figure 6, on a rotatable strut designed to
keep the head at the same location in the tunnel while the mounting was
rotated through the calibration range. The pickup was calibrated at
several conibinationsof angles of attack and angles of sideslip. By

—

accounting for previously measured tunnel stream angles and correcting
for strut deflection and for backlash of the rotating mechanism, the
angle of air flow relative to the instrument mounting was determined with
an estimated accuracy of +0.05°. Each calibration run required approxi-
mately 3 minutes time, during which readings were taken in 2° increments
through a range of +lOO. Readings at an angle of attack of 0° were made

.-

at the beginning, middle, and end of each run so that cc%rectione could
be made for output drift with temperature. Maximum thermal drift due to .

an increase of approximately 100° F in the pickup temperature during a
run was equivalent to about a 0.2° change in angle of attack. .

The error in protractor calibrations as obtained from wind-tunnel
checks at the three Mach numbers are shown in figure 7. Through a total
of eight calibration runs (l@ data points) the maximum-deviation of any
point from the true reading was 0.4°. Eighty-five percent of all readings
were within 0.2°, whereas -50percent were within O.1O. It should be noted
that, when these readings were taken, normal telemetering procedures and
equipment were used, with the exception that the radio-frequency link
was eliminated; that 1s, the pickup was connected to two subcarrier
oscillators whose outputs were fed directly into frequency discriminators
connected to a recording oscillograph. Angular readings of the pickup
were determined in the normal way by reading of the oscillograph record.

—

The errors quoted above represent 0.5 percent to 1.0 percent of the full-
scale calibrated range.

.

.
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Mechanical Performance

s The accuracy of a pickup such as this depends to a great extent on
the mechanical precision with which it is constructed. The use of simple
protractor-type bench calibrations requires alinement of the aerodynamic
surfaces to be symmetrical; proper operation under acceleration and aero-
-C loads requires that the besrings fit wel.lwith very little fric-
tion and that the nmvable parts are precisely balanced. It is believed
that, if the tolerances listed under description of the instrument are
held, future instruments will have aerodynamic accuracies as gocd as
those listed in the previous section.

Balance and bearing friction: An analysis of the effects of unbalance
and bearing friction on the accuracy of the pickup requires knowledge of
the aerodynamic restoring moment. For any given condition of Mach nuniber
and altitude, the restoring moment per degree, which can be considered
to be an aerodynamic spring constant, can be determined from the nmment
of inertia of the head end its natural frequency. The following rela-
tionship canbe obtained from equation (6):

~ 4YF f 21

‘m n
(1)

where

k spring constant, in-lb/deg

. fn natural frequency, cps

I moment of inertia, in-lb-sec2.

The moment of inertia of the rotating psrts, which weigh 25 grams,

was measured and found to be 0.06 x 10-3 ti-lb-sec2. Ehibstitutingthis
value into equation (1) gives

k= 0.04X 10-3fn2 (la)

The accuracy with which the instrument canbe balanced is limited
by the bearing friction, which has been held below O.~1 inch-pound in
the instruments constructed. Babce is adjusted until the head will
not rotate when placed

. The torque caused
eration encountered in

.

b any position and vibrated slightly.

by head unbalance depends directly on the accel-
flight and will cause an error dependent upon the
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aerodynamic spring constant at the particular flight condition.
.

For
instance, at a lhch number of 0.5 at sea level, the head has a ~tural

.——

frequency of 50 cps, and an aerodynamic spring constanti-of0.1 in-lb/deg .

as determined from figure 4 and equation (la). Thus, since the maximum
unbalance is held to less than 0.001 in-lb in any direction, the maximum

—

unbalance torque caused by an acceleration of 10g in any direction will -
be about 0.01 in-lb and will cauSe an etior OY O.1O. Errors caused by
acceleration and unbalance will decrease when flight conditions cause

—

the aerodynamic spring constant to increase from the above value, which
occurs under conditions corresponding to ~ approx~tely eq~l to
2.7 psi.

Calculations of errors which might be brought about by increased
friction when accelerations and aerodynamic loads increase bearing
loading are necessarily approximate. Calculations of t%e friction of
the shaft on the sleeve bearings were made; these calculations were
based on standard friction coefficients for the materials used. By

.

using the measured weights of the head parts-and approximate aero-
_ic drag coefficients for such a shape, calculations were ~de for
several conditions of Mach nuxiber,dynamic pressure, an@ acceleration.
The friction error was found in all cases tobe smaller-’thanO.1O. The”
presence of very low amplitude oscillations on flight records obtained
from the instrument bear out the results of calculations in indicating

.—

that frictional forces are insufficient to cause appreciable error. ..

Mechanical strength.- In order to check the struct-mal soundness
of the instrument, particularly of the internal parts, the output has
been observed during application of static amd shock accelerations up
to 100 g. In order to prevent rotation due to residual unbalance, the .

q~r Position of the v~es with respect to the sting was fixed. No
readable output chamge resulted from the acceleration tests. and later
inspection disclosed-no damage.

Electrical Performance

Inasmuch as the instrument was designed primarily
NACA FM-AM telemetering system, most of the electrical
pertain to operation in the subcarrier frequency range

, .

for use in the
performance data
between 100 and

200 kcps. Some testing, however, has been-done-to determine the feasi-
bility of using it with the audio subcarrier I’M-IMtelemetering system.

Inductance pickoff sensitivit~.- Typical inductance values used with .= .-
the instrument on NACA telemetering channels range between approximately
0.07 end 0.25 millihenry at an angle of 0°, depending Orichannel fre- :
quency and full-scale angular range.

._.
This inductance changes about

— —

1.5 percent per degree of angle.
%

Full-scale calibrated ranges as low
●.

as ~4° are practical.

.
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A t~ical calibration curve of channel frequency against angle is
shown in figure 8. Linearity of this calibration, e~ressed as the
percent deviation from the best straight line, is 1.8 percent.

Temperature stability.- Since the instrument experiences aerodynamic
heating, tests were made to detetine the effect of S1OW and rapid heati~
on the zero frequency and sensitivity.

When the instrument was tested at ambient temperatures from -600
to 350° F, it was found that the frequency reading at 0° decreased and
the slope of the calibration curve (sensitivity) increased, both changing
at the rate of 1.0 percent of the full-scale value per 1000 temperature
change. Experience with inductance pickoffs of this type indicates that
these temperature shifts are essentially a characteristic of the induct-
smce unit alone.

In order to simulate the rapid heating experienced in rocket-
propelled flight at high Mach nunibers,checks were made in which the
head of the instrument was heated rapidly, with a torch, from room tem-
perature to about 400° F. Measurements were tie simultaneously of head
temperature, inductance pickoff temperature, and subcarrier oscillator
frequency. The temperature of the inductance pickoff was found to rise at
an initial rate of approximately 100° per minute, with output frequency
changing at the rate of 1 percent of full scale per minute.

The above tests did not take into account possible errors due to
vane warpage with temperature change: this warpage can tske place if
head castings are not properly stress relieved.

.
Operation on audio channel frequencies.- In order to check the

feasibility of using the flow direction pickup on audio subcarrier fre-
. quencies, one instrument was assetiledby using the existing powdered

iron components and coil form and substituting a winding of 1000 turns
of no. 43 wire. The inductance of the resulting coil at an angle of 0°
was 11 millihenries, and the electrical Q at 10 kcps was 3.5.

The instrument was connected to a Bendix TOL-5B inductance oscillator
by using the instrument inductance as half of the Hartley oscillator coil
and a 10-millihenry choke as the other half. Although the oscillator would
not operate below about 8 kcps with this arrangement, opemtion above that
frequency was satisfactory. A calibration curve of frequency against
angle using a center frequency of 10.5 kcps is shown in figure 9.

Use of magnetic components specifically suited to audio frequencies
would probably result in an instrument usable over most of the channel
frequencies of the FM-FM telemetering system.

.

.
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CORRECTIONS AND PRECAUTIONS IN USE

Pitching Velocity Corrections — .

In most Installations the flow-direction ifiicator is located well
forward of the model in order to minimize errors due to the flow field

—

around the model. Since it is usually desired to refet iaerodynamiccoef’-
—

fi.cientsto the model center of gravity, it is necess~ to correct the
—

reading at the pickup location for induced f~ow due to the pitching
velocity of the model and the curvature of its flight path. .-

The corrected angle of attack at the center of gravity of the model
is given to a good approximation by the equation:

X6
acg =cLi+-

V

Substituting the quantities usually available
tion (2) becomes

(2)

for determining ;, equa-

V

An

—

.—

Hx 360g ‘n - Cos e Cos jd)],%acg =q+- (3)
Va v- z-

where
.

acg angle of attack at center of gravity of the model, deg.— .—

ai angle of attack at pickup, deg .—

x distance between aerodynamic center of vane and center of
gravity of model, positive when vane is ahead of center
of gravity, ft

velocity, ft/sec

normal acceleration at center of gravity of model, g
.—

e

acceleration of gravity, ft/sec2

angle between longitudinal axis of
—

model and horizontal

4-



NACA RM L53X16

$ roll angle of

dcq/dt indicated
deg/sec

Because Cos 0 Cos @
greater than 1.0, and

model with respect to horizontal

rate of angle of attack about center of gravity,

cannot exceed 1.0, whereas & is often much
V. is generally beater than-600, it

Cos e Cos
assumed that P is SU1l enough to be neglected,

v
angle of attack at the center of gravity is approximately

=Cg = ai

In a typical model having
lating sinusoidally in pitch
ai = t2°, the correction for

is a maximum of 0.13° at ~

at

+

x

( )X 360g An+ %-——
v2Jcvr

=4ft, v= 1000 f%/see,
2.5 cps with peak

pitching velocity and

= 0°.

An = *5g

is often

and the

13

(4)

and oscil-
and peak

fright-path curvature

Frequency Response

Because the damping of this instrument is primarily aerodynamic and
the spr~ force is entirely aerodynamic, its response is not a function
of the indicated angle, tht is, the rektive angle between the sting.
and the vanes, but rather is a function of the angle of the head in space.
The significance of this relationship in determining the dynadc response
can readily be seen by considering two possible sets of conditions of.
an instrument mounted in a wind tunnel. For the first condition, the
instrument is in a tunnel in which the air-flow direction is constant but
the sting is mounted to a device which changes the sting angle in the
tunnel without changing the location of the pivoting axis of the instru-
ment. For the second condition, the sting amgle is fixed but the direc-
tion of air flow is variable. fi both cases, there will be rotation
between the sting and the head and an indication of changing angle. In
the first case, however, there is no rotation of the head and no change
in the aerodynamic forces on the head. Therefore, since the friction
and damping forces between the head and the sting are negligible, the
singleof the sting with respect to flow direction is indicated with
proper amplitude amd no kg, regardless of the frequency of operation.
In the second case, any change in the relative angle between sting and
head requires rotation of the head and chsmges in the aerodynamic forces
acting on it. In this case, the indication of the angle between the

. sting and the flow direction is subJect to amplitude and phase errors
depending on the natural frequency and aerodynamic damping of the head.
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The action of the instrument when mounted on a model in free flight
falls between the two extremes discussed aboVe. The head assumes the
angle of its flight path in space,
following equation

f

360g An - cos e cos $
~h=~ —dt+

v

The first termof this equation is
center of gravity; the second term

which can be appro@nated by the

[(X 360g An - cos e cos @

)]

,%
.—
v an

(5)
v_ F

the flight-path angle of the model
corrects this for the location of

the pickup.

be ignored.

If the
substituted

As in equation (3), the term cos e cos fl.ma.ygenerally
v

.-

same values used in the example following equation (3) are
into equation (5), rotation of the head in space is found to

be *0.460 which is less t~” one-fourth of the indicated angle-of-attack
range. If the other factors are kept constant but the frequency of oscil-
lation is varied, the head is found to rotate only t0.06° at a frequency
of 5 cps and $0.35° when the frequency is 10 cps. Rotation of the head
in space will vary with all factors involved but under practically all
conditions the amplitude of head rotation is considerably less than the
amplitude of the indicated sagle of attack. .- — —

The characteristics of the models on which the dual-flow-direction
pickup are used are such that the natural frequency of the models will.

-.

not exceed about 10 percent of the natural frequency of the pickup.
Thus, although the pickup has a damping coefficient of only about 5 per-
cent of the critical value, its amplitude and phase errors are very

.

small. The pickup response calculated under the assumption that it is
being operated at 10 percent of its natural frequency indicates that
there will be an amplitude error of only 1 percent and a phase lag of
Otiy 0.6°. However, since the actual head rotation has been shown to
be less than the range of indicated angle of attack, amplitude errors ._
and apparent phase lag will be less than calcid.ated. Therefore, when
the pickup is used, it is assumed to indicate the true local flow
direction; amplitude and phase errors in the recorded data are due to —.

the response of the ground recording system, which can be measured ~d
corrected for, when necessary.
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Work which was carried out in making a satisfactory dual-flow-
direction pickup also tie possible the design of a single-axis flow-
direction pickup which is smaller in size and more reliably constructed
thsm the one described in reference 1. This instrument, which is used
on models where the size of the dual-flow-direction instrument is
objectionable or where only one measurement is necesssry, simply elimi-
nates one pair of vanes and the associated rotational axis and sensing
element of the dual pickup; thus, a 30-percent reduction in its size
is possible. The single-axis pickup has ckracteristics which are the
same as those of the pickup described in this report, with the exception
that the natural frequency is about 35 percent higher.

CONCLUDING REMARKS

In use, the dual-flow-direction pickup described above has provided
satisfactory data from pilotless aircraft operating at Mach numbers
from 0.5 to 2.8 and dynamic pressures up to 65 psi. Test results indi-
cate that satisfactory operation can be expected at higher Mach numbers
and dynamic pressures, with the limitation that errors in reading abso-
lute angles may become excessive due to aerodynamic heating if the
flight time is long.

The inductance pickoff of the instrument
the 100 to 200 kcps subcarrier frequencies of.
system. Satisfactory operation, however, has
higher subcarrier frequencies of the Rese=ch
standard FM-FM telemetering system..

Characteristics of the instrmnt may be

(1) Using only a protractor calibration,_

was designed for use on
the NACA FM-AM telemetering
also been obtained on the
and Development Board

summarized as follows:

the accuracy of the instru-
ment under most conditions is better than 0.2°. Resolution is not limited
by the instrument. Particular characteristics effecting the accuracy are
as follom: The aerodynamic “zero” agrees with protractor calibration
zero to within less than 0.2°. Acceleration errors are less than O.O1°
per g when dynamic pressure exceeds 2.7 psi; the instrument withstands
shock and static accelerations up to 100 g without -ge. The instru-
ment has been used with satisfactory accuracy and stability at Mach num-
bers from 0.5 to 2.8 and at dynamic pressures up to 65 psi.

(2) The d-c response is adequate for use on any model large
enou& for the-instrumen~ size to be-reasonable.

. approximately 5 percent of critical; the natural
ber 1.0 at sea level is 135 cps.

Dsmpi& coefficient is
frequency at Mach num-

.
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(3) The over-all exposed length is 7 inches; the frontal area is
.

approximately 1 square inch; and the total weight is 0.32 pound. .=

(4) The instrument is mounted forward of the aircraft.

.

(5) Flow direction angles with respect to the instrument mounting
axis of up to l~” in any direction can be measured. The instrument has
been used satisfactorily with calibrated ranges as small as 8°.

—

(6) Separate variable inductance outputs are provided for indication _
of local angle of attack and angle of sideslip; there is no interacting
between the two quantities. Inductance variation is approximately

—

1.5 percent per degree of angle.

(7) static-temerat~e errors with a c~ibrated rwe of 20° we ._ ._ -:
between O.1° and 0.3° for a temperature .chgmgeof 100°1’. A sudden rise
of head temperature of about 320° F above ambient produces an initial
drift of approximately 0.2° per minute.

.-

(8) Calibration is direct and simple and the construction costs are
relatively low.

Langley Aeronautical Laboratory,
National Advisory Committee for Aeronautics,

Langley Field, Vs., November ‘j,1953. -.

.

.

.. ..... -—

.

.



3U

.

NACA RM L53K16

APPmmx

17

M!I?I’HODOF

In order to siqli~ evaluation
described herein, the assumption was

ANALYSIS

of the performance of the instrument
made tkt at a given Mash ntier the

aerodynamic forces and moments vary Iinemly with ~ and ~, the angle

and rate of change of the angle between the head @s and the relative
wind. The instrument can then be represented as a simple mass-spring-
damper system, inwhich~ss iS equivalent to the ~ment of ~ertia of
the head and attached moving parts, the spring is the aerodynamic moment
tending to “zero” the head with the relative wind, and the damping is the
sum of the aerodynamic and mechanical damping forces on the head movement.
Analyses of the behavior of such systems can be found in standard refer-
ence books such as reference 9. The natural frequency and dsmping coef-
ficients of such devices are related to the instrument paramet=s as
follows:

where

fn natural

8 damping

(57. 3k
fn=~ —

I
(6)

frequency, cps

coefficient, percent critical

k spring constant, in-lb/deg

I nmment of inertia, in-lb-sec2

A damping factor, in-lb/radian/see

If any mechanical damping forces which may be present are assuned
to be negligible the eqution of angular motion of the pickup head may
be written in general terms as follows:

(8)



where

c~h

C%h

—. NACA RM L53K16

Damping moment
damping-moment coefficient,

&#@@2

Pitching momentpitching-moment coefficient,

%%S1

*
--
.-

.-
.—

!lC free-stream dynamic pressure -. — —— .

s representative surface area

1 representative linear dimension T-

ah head angle with respect to relative wind .=. -.
,,

. —
——

d%
&h=—

dt2

The first and second terms in parentheses in equation (8) are equivalent
to A, the damping factor, and k, the spring constant, respectively, in
equations (6) and (7). At a given Mach number, the coefficients c~h

and C%h
.-

are constants, and the terms S and t are’-constantsfor a

given configuration. It can be seen from equation (8), however, that
the damping coefficient and the spring constant are directly proportional

.

to qc, the free-stream dynamic pressure. At a given Mach number, ~ is “- _-

directly proportional to the free-stream static pressure (ref. 10). There-
fore, from equations (6) and (7), it can be seen that, at a given Mach
nunber, the natural frequency and damping coefficient tithe instrument–

—

are directly proportional to the square root of the free-stream static
—

pressure. These simple relationships were used in calcfiating the
instrument-performance characteristics at various pressure altitudes fr~m - _
data obtained under the tunnel test conditions.

~ -.... ..r -
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configuration,

Figure 2.- Final pickup configuration.
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Figure 3.- Dsmpingrecord obtained in Langley high-speed 7- by 10-foot
tunnel. Mach nuniber,0.8; static Pressure, 9.58 PSf.
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Figure 4.- Plot of natural frequency against ~ch number at different
altitudes. --
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Figure 5.- Final instrument configuration mounted in calibrator.
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Figure 6.- Instrument configuration of fig. 2(a), mounted in Langley ‘
‘9. by ~.inch Supersonic-blowdom tunnel f&-&ngular calibrat~ona.
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Figure 7.- Wind-tunnel check of protractor calibration at the three test
Mach numbers.
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Figure 8.- Calibration on 150-kilocycle channel.
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Figure 9.- Calibration on 10-kilocycle audio channel.
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